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SPECIFICATIONS

ACCESSORIES

Delivery System

Standard Features

Chute delivery | Chain delivery St ABats s

Paper Size(Max.)

305X450mm (12X17.72")

Paper Size(Min.)

90X 130mm (3.54X5.12")

Paper Thickness

0.04~0.3mm (0.0016~0.012")

Printing Area(Max.) -

280X438mm (11.02X17.24")

Printing Speed

3,000~10,000 S.P.H.

Plate Size(Max.)

286X492mm (11.26X19.37")

Plate Type

Pin bar type, 23 holes,
12.7mm (0.5") pitch

Plate Width(Max.)

292mm (11.5")

Blanket Size

286X496X2.5mm
(11.26X19.53X0.098")

Feeding System

Universal feeder

Feeder Pile Capacity

450mm (17.72")

Delivery Pile Capacity

100mm (3.94") | 590mm (23.23")

Number of Rollers

12 (form rollers : 2)

Dampening System

Aguamagic flow
(integrated ink and water system)

= Optional Items and

Gripper Margin 8nm (0.3") Accessories
Vertical Adjustment (Max.)| =100mm (3.94")
Power Single phase
115V60Hz 14A
Wattage 1kW
Motor Wattage Main drive : 300W, pump : 300W
Dimensions (LXWXH) 1,320X810X - -
1,440mm
(4'4"X2'8"X
4'9")
Net Weight ) 450kg
(993 Ibs.)
Shipping Weight 565kg
and Volume (1,246 Ibs.)
2.8m
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Atachment

Crank handle vertical paper
guide

Plate clamp diagonal micro-
adjustment

Two feed levers

Two-stage speed change
mechanism of water rollers
5-figure total counter

Work lamp

Roller box

Ink roller clean-up attachment
Additional delivery table

(for chain delivery)

Tools

Preset/repeat counter

- Safety covers

Powder spray device™

nw:_nw,wmﬁ blanket :n_amq
Quick set blanket with-
aluminum bar
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